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Glass Miniaturized Optical Systems for
Compact Fiber-to-Chip Connectivity

EPIC Technology Meeting on Photonics for Miniaturized Optics: From Components to Use-cases — Sony DADC, September 18th, 2024

Rolando Ferrini & Davide Farina

3D PRINTING FOR GLASS MICRODEVICES
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The Compan F) FEMTOPRINT

FEMTOprint is a Swiss high-tech
Contract Development and Manufacturing Organization (CDMO)
specialized in
high-precision 3D laser microfabrication in glass

.(:). s
«ISO *
] r

FOUNDED IN 40+ TEAM EXRORE 10O 1SO 13485:2016
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The Company

F) FEMTOPRINT

© FEMTOprint 2024

USA

Switzerland

NEUCHATEL ®

Branch office

MUZZANO
HO & Production
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Korea

B Sales offices

@ Distributors
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The Technology F) FEMTOPRINT'

GLASS FAMILIES = Fusedsilica (SiOy) = ULE® = Alkali-free
» Fused quartz (Ultra-Low Expansion) =  Other custom materials
CAPABILITIES . L
» Borosilicate =  Aluminosilicate

Waveguides

Drilling & Dicing Surface micro-structuring Coatings
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The Technolo

PERFORMANCES

RESOLUTION AND TOLERANCES

* Process resolution ~ 1 um
= XY tolerances +/- 1 um
= Ztolerance +/- 2 pm

© FEMTOprint 2024

SURFACE QUALITY

» Patterned surface Sa < 100 nm
= Surface treatment Sa < 10 nm

BEFORE Surface treatment

AFTER Surface treatment
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F) FEMTOPRINT

ASPECT RATIO

Hole aspect ratio > 1:500
Substrate thickness up to 30 mm
Min. hole diameter < 5 ym @
Sidewall deviation < 0.1°
Sidewall roughness Sa < 100 nm

AN
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1 cm? square
Height: 100 um




The Technology F) FEMTOPRINT'

WAFER-SCALE FABRICATION

ADVANTAGES

= UNIQUE industrial laser processing,
compatible with MEMS foundry protocols

» High-throughput: capacity for several
thousand wafers/product/year

» Scalability can be easily enhanced due to
proprietary, parallelized processes and
production systems
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Optics & Photonics

D FEMTOPRINT
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Fiber-to-chip connectivity for Integrated & Quantum Photonics

FROM DEVICES ... ... TO PRODUCTS

Optical
Transceivers,

Sensors,
LIDAR, etc.

PICs

Sensors,
Computing &
Communication
hardware, etc.

Quantum Chips

FIBER-TO-CHIP CONNECTIVITY

— — —

FIBER FERRULES WAVEGUIDES MICRO-OPTICS
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Optics & Photonics produ F) FEMTOPRINT

FIBER FERRULES N
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Glass ferrules for high-precision fiber alignment

EXAMPLE MECHANICAL POSITIONING

* Integral field spectrograph for astronomical telescope
» High precision 1D and 2D fibre arrays (2400-element) & MLA coupling
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Courtesy of Gabor Farész, MIT Kavli Institute for Astrophysics and Space Research

USPs

Monolithic integration with
_ _ . . » mounting features
 Fully customizable 2D hole arrays with straight or tilted holes > additional components (e.g. micro-lenses, waveguides, etc.)

 Thin to thick glass ferrules for optimized mechanical stability

Integration of fiducials on the surface and/or in the bulk
> Alignment precision < 2um

* Sub- um precision in hole diameter and positioning
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2D hole arrays for high-precision fiber ferrules

MECHANICAL POSITIONING

« Available on various substrates

> Fused silica (FS)
=> thermal match with silica fibers

> Borofloat 33 (BF33)
= thermal match with SiPh

« Available with a large range of thicknesses
> typically 3 -7mm
=» enhanced mechanical robustness

» Tailored hole shapes with multiple sections:
» e.g. core-cladding, coating, jacket
=» enhanced stability

 Tilted holes
=>» reduced Fresnel losses
=>» improved grating in-coupling
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Optics & Photonics products F) FEMTOPRINT

WAVEGUIDES =

- FEMTOPRINT




3D GLASS WAVEGUIDES

LIGHT GUIDING

9 FEMTOPRINT

Fused Silica (FS)
Materials Borofloat (BF33)
Eagle (EXG)

200 x 200 x 3 mm

Machining area

Whatever shape

A=1310 nm

Wavelength A [nm] 980, 1310, 1550

Tunable between 6 and 12 um
MFD for SM [um] O
Circularity > 95%
» Single mode & Multi-mode waveguides Relative positioning  [ESE=NETIe
» 3D waveguides with bending in XYZ Min. Bending Radius [EVAtRla e
* In-bulk termination and tapering Propagation Loss <0.2-0.3dB/cm
« Alignment markers for assembly & packaging An 102-103 o

» Facet polishing for rapid prototyping and characterization
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Refractive index

LIGHT GUIDING

* Refractive index increase ~ + 102

* Working on further optimization towards
o larger refractive index change
o more complex refractive index profiles

o more homogeneous core region

- Preliminary results -
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Waveguide termination

LIGHT GUIDING

» WGs terminated at different distances from output facet (offset) Mode Radius vs Offset
28 Pt
* MFD measured @ 1310 nm at output facet (polished) 26 3
2 I P
* No beam distortion 5, Y| z ! ¥
0. .9
20 R R
* NA,~0.06/NA,~0.07 (inside Fused Silica) " X 0. ®
R
* Waveguide tapering is also possible (SSC) =
S 14
= ¥
2 e
1 [
10 :
Offset = 500 um
8 8 Z
Offset = 250 um .
Offset = 0 um o8 X
4 .-"
o 2
0
0 50 100 150 200 250 300 350 400 450 500
MFD = 29 -
S MFD =49 um Offset [um]
® R x[um] ® R y[um] -eceeeee- Linear (R_x [um]) eceeceees Linear (R_y [um])
17
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Optics & Ph ro F) FEMTOPRINT

MICRO-OPTICS

F) FEMTOPRINT
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Miniaturized optics

BEAM SHAPING

APPLICATION

» Air quality monitoring

* Improved sensitivity

* Integration of a miniaturized
refractive/reflective optical system

(€)) > Scatterer

Optical piece Scatterer

USPs
* Monolithic integration
e 3D free-form fabrication

* Miniaturized optics Cloaker with
X optimized apertures

Free-form reflectors

CEA-LETI Minatec & Institut des Nanotechnologies de Lyon : Jobert G. et al., Sensors 2021, 21, 3181.
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Miniaturized optics

Slanted front
diopter
[\

BEAM SHAPING

Reflector
Chebychev
polynomial

Interferometric image of the reflector surface
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Slanted diopter Free-form reflector

0 20 40 60 80 100 120

Surface roughness: Sa = 6nm

CEA-LETI Minatec & Institut des Nanotechnologies de Lyon : Jobert G. et al., Sensors 2021, 21, 3181.
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Micro-optics

BEAM SHAPING

SPHERICAL OTASPHERICAI_ .................................................... » NON_SPHERICAL ........................................................................ » FREE_FORM
MICRO-LENSES MICRO-OPTICAL ARRAYS MICRO-LENS ARRAYS
& (FMLAs)
MICRO-LENS ARRAYS

(MLAs)

61:02:ST £2-+0-8102

Engineered diffuser S'AG- =75 um)

Courtesy CSEM
S . ORIGINATION
T . : - mall-to-medium
Feasibility Fast prototyping Pilot manufacturing Volunelnroduction &
TOOLING
DEVELOPMENT: rapid cycles from concept to prototypes and small-to-medium product series Enabling large volume production
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Shallow Micro-Lens Array

BEAM SHAPING

Hexagonal closely packed MLA
100x spherical micro-lenses

> Diameter = 500 um =0 B B

> RoC = 650 um < ><( B )><(¥»)

7 SAG =50 um TN ITANT Micro-machined MLAs in Fused Silica
=€ ) =¢ )

B> <P > <P »r <« * RoC=625+50pum

<< ><(») « SAG=51.1+£1.5um

B> <P > <P »r <« « Sa=48+33nm

<> <P » <« f * Shape accuracy: < 1.5 um

» >4 9 }<O.5mmI{

< ><(® »<
>4 B >4 B » «

With surface processing

E

Without surface processing
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Value proposition for optics & photonics products

MONOLITHIC INTEGRATION

HIGH-PRECISION FIBER ALIGNMENT BEAM ROUTING BEAM SHAPING

F) FEMTOPRINT"

> <<% )> <«
b It B
P9 )«
2 It Dt B
Bt B S B
xf =0 3t B
Bt Bt B
xt It It B,
S Bl B

» < = Tum relative positioning
» Monolithic integration of several functionalities

» Optical systems for fiber-to-chip connectivity
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hank you!

www.femtoprint.ch
rolando.ferrini@femtoprint.ch



http://www.femtoprint.ch/
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