SPARROW
QUANTUM

Powering Scalable Quantum Technologies
with Reliable On-Demand Single Photons

EPIC Technology Meeting on Photonics for Quantum Technologies

Joost van der Heijden
Strategic Partnerships & Projects Lead

17 June 2026

IIIIII

. m) _ - oy Europelun e S .
Pensiondanmark glIFO NOVO s~v2xN Il & mefe | E‘,%NNT%ETEE /A scale capital

UUUUUUUUUUUU




Reliable On-Demand Single Photons

On-demand

Emits only when pushed (triggered), not
randomly

Pure

Emits one photon per push (pulse), no
missing photons, no photon pairs

Indistinguishable and bright
The emitted photons should be of high
quality



Applications of Deterministic Photonic Quantum Chips
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Sparrow Quantum

Legacy: Niels Bohr Institute
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Part of a Flourishing Ecosystem in Copenhagen

=))) Tech Lab auaNTUm
Quantum

Danish
Quantum
® Community

CENTER FOR HYBRID QUANTUM
NETWORKS, COPENHAGEN UNI.

-, QUANTUM
<" FOUNDRY

COFENHAGEN

novo nordisk
NQCP foundation

NIELS BOHR INSTITUTE Benefitting people and society

Novo Nordisk Foundation Quantum
Computing Programme




Deterministic Single Photon Sources

° Top mirror Gaussian beam
A W

Bottom mirror

open microcavity planar waveguides micropillar

N. Tomm et al. Nat. Nanotechnol. 16, 399 (2021) M. Albrechtsen et al. arxiv:2510.09251 (2025) H. Huet et al. Nat. Commun. 16, 4337 (2025)



Total efficien

avg. purity > 99% |
peak purity 99.9%

istinguishability > 95%

ndistinguishability 97% \
y
" -

ow Quantum, Appl. Phys. Rev. 13, 011326 (2026)
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Planar Chip Architecture

Parameters Specs

Wavelength 926 nm
Lifetime 150 ps
Single-photon purity 99.9 %
Indistinguishability 97%
System efficiency 1,4 50%




Sparrow Technology

Single-photon purity > 99.9%
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Where we are with photonic parameters (930 nm)
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Sparrow Quantum, Appl. Phys. Rev. 13, 011326 (2026)
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Ding et al. [29]

14%"

Academic s Comimercial 7S
Ding et al. [25] |71.2%| Sparrow S1 55.3%
Tomm et al. [26]| 57% Sparrow S1* | 50.5%
Wang et al. [27] |26.2% |Maring et al. [28]|28.9%"

4 Using the quoted 92% detection efficiency
b Using the quoted ~ 33% detection efficiency.

Tomm et al. Nat. Nanotechnol. 16, 399 (2021)
Wang et al. Phys. Rev. Lett 123, 250503 (2019)
Maring et al. Nat. Photon. 18, 603 (2024)
Ding et al. Phys. Rev. Let. 116, 020401 (2016)




Moving to Telecom O-band wavelengths

Optical fiber attenuation

4+ 1st Water Peak

Attenuation (dB/km)
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Quantum Communication

Attenuation in fiber becomes the
relevant source of photon loss

Communication
channels

Classical and quantum
communication channels
are required

C-band and O-band are
the best telecom choices
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Moving to Telecom O-band wavelengths

Charge tuning
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M. Albrechtsen et al. Nat. Nanotech. 21, 642-647 (2026)
(group of L. Midolo, A. Ludwig, R. Warburton, and Sparrow Quantum)
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Moving to Telecom O-band wavelengths
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Moving to Telecom O-band wavelengths

Wavelength, A (nm)

Charge tuning
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M. Albrechtsen et al. Nat. Nanotech. 21, 642-647 (2026)
(group of L. Midolo, A. Ludwig, R. Warburton, and Sparrow Quantum)

High efficiencies, low noise
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Photonics for Quantum (P4Q)

UNIVERSITY
OF TWENTE.

Quantum Pilots

Lift the current R&D status of these technologies to
the level required for volume production of photonic
quantum chips and devices.
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Questions?
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